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METHOD CHECKLISTS ARE AN INTERVIEW TOOL USED BY ASSESSORS AND ARE NOT TO BE CONSIDERED AS A 
SUBSTITUTE FOR REQUIREMENTS OF THE PUBLISHED METHOD. CHECKLISTS ARE SUBJECT TO CHANGE. 

 

Nitrate-Nitrite, Automated Cadmium Reduction                                      SM 4500 NO 3¯ F – 2000 (2011)  
ADDITIONAL QC REQUIREMENTS FOR THIS METHOD:  Certified or Accredited laboratories using this method are assessed to 
applicable requirements of SM 1020 and SM 4020.   

Facility Name:                         LAB ID: 

Assessor       Analyst         Inspection 
Name:      Name:             Date: 

Relevant Aspect of Standards Method 
Reference 

Y N N/A Comments 

Records Examined:  SOP Number/Revision/Date:           Analyst:   

Sample ID:             Date of Sample Preparation:      Date of Analysis: 

1) If analyzing for Nitrite OR Nitrate, are samples preserved 
in the following manner: 
Nonpotable:  ≤ 6°C, analyzed within 48 hours of 
collection 
Drinking water: ≤ 6°C, analyzed within 48 hours unless 
chlorinated, for which nitrate can be held up to 14 days 

40 CFR 
136.3 Table 
II, 40CFR 
141.23 (k)(2), 
EPA 815-R-
05-004  

    

2) If analyzing for Nitrate-Nitrite, are samples preserved to 
pH <2 with sulfuric acid, preserved by storing at ≤6°C, 
and analyzed within 28 days of collection? 

40 CFR 
136.3 Table 
II, 40CFR 
141.23 (k)(2) 

    

3) Were sample results 0.5 – 10 mg NO 3¯ N/L? NO 3¯ F.1.c 
 

    

4) Were turbid samples filtered through a 0.45-µm 
membrane filter? 

NO 3¯ A - 1 
Introduction 

    

5) Were filters tested for nitrate contamination?  NO 3¯ A - 1 
Introduction 

    

6) Was at least one NO2- standard compared to a 
reduced NO3- standard at the same concentration 
to verify column efficiency? 

 

4500-NO3¯ F 
3.k 

 

    

7) Was sample pH adjusted to between 5 and 9 with 
either HCl or NH4OH? 

 

4500-NO3¯ F 
4 

    

8) Were the manufacturer’s procedures followed for 
the continuous flow analyzer?  

  

4500-NO3¯ F 
4 

    

9) Was a standard curve prepared by plotting the 
response of standards processed through the 
manifold against NO3¯N concentration in 
standards?  

 

4500-NO3¯ F 
5 

    

Notes/Comments:  
 
 
 
 

 


